OPTIONAL TOPS

- **TOP No. 5106-3-T-3-332P**
  - 5,600 lbs

- **BASE No. 5106-1-BL**
  - 13,270 lbs

  - 18" x 18" Knockout (2 Each Side, 4 Each End)

Optional Offset Door Location (Typ.)

Additional Information:

- Spring Assisted Galvanized Diamond Plate Door w/Locking Latch
- Optional Non-Slip Door
- 6'-0" Long Galvanized "C" Channel (3 Each Side)
- 2-Ton Lift Anchor (4 Places in Top)

Optional TOP SLAB

- Allows for Future Grade Adjustments
- LOCKING GALV. NONSLIP STEEL DOORS
  - No. 5106-4AT-3-332P-NS
  - 3,640 lbs.

- LOCKING GALV. STEEL DOORS
  - No. 5106-3-T-3-332P
  - 6,970 lbs.

- TOP
  - No. 5106-3-T-42/114
  - 4,800 lbs.
  - ADJUSTABLE TOP ASSEMBLY

Note: Designed for 0 to 5'-0" of Cover

---

**5106-1-LA**

**5106-1-LA**

5 x 10 - 2 PC.

POWER / WATER / GAS
**PLAN VIEW**

- 18" x 18" Knockout (2 Each Side)
- 18" x 30" Knockout (1 Each End)
- (4) - 2-Ton Lift Anchors
- No. 3-332P Spring Assisted Galvanized Diamond Plate Door w/Locking Latch
- Batyl Resin Sealant
- Optional 2-Ton Pull/Lift Anchor (1 Each Corner)
- 6'-0" Long Galvanized "C" Channel (3 Each Side)
- 18" x 18" Knockout (2 Each Side, 4 Each End)
- (2) - 12" Dia. Sumps
- 1" Dia. Ground Rod Knockout
- Galvanized Pull/Lift Iron (2 Each End)

**SECTION AA**

**END VIEW**

5106-1 WA ASSEMBLY

5106-1 LA ASSEMBLY