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g’ Dia. Insert
/(2 Places in Top)
Spring Assisted

Galvanized Diamond Plate Door

5'—2” Galv. Ladder

N / w/Locking Latch

2 Optional—NonSlip Door
2—Ton Lift Anchor oS
(2 Places in Top) > k= 6'-8"

NG

TOP
No. 64-4242AL

{ -
/

1,400 Ibs.

BASE
No. 660-B

5,180 lbs.

—

<«

43" Dia. Knockout —
(16 Each Side, 8 Each End)

Std. 8” Dia. Sump _/

(Customer to supply Sump Pump
Install. Alt. 1/2 per TVWD Detail 310/320)

w/Aluminum Extension
(Location of Ladder may vary)

&

-

Note: FDC exiting
through side wall
as shown for illustration

JZBG" Dia. Term—A—Duct

(2 Each End)

4.5” Dia. Term—A—Duct
(4 Each End)

\ 12" x 18" Knockout
(1 Each End)
Optional—Preassembled

backflow device

| \\ Note: See 660—LA for optional tops.
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Note: Designed for 0 to 5—0" of Cover
ﬂ. . 660-WA 660-WA
t OIdcaStle PrecaSI File Name: 020-660-WA DCV / DCDV

PO Box 323, Wilsonville, Oregon 97070-0323
Tel: (503) 682-2844 Fax: (503) 682-2657

Issue Date: 2016

oldcastleprecast.com/wilsonville

BACKFLOW DEVICE VAULT

2.0




