@ LISTED NOTE: Penetrations and Tank Dimensions Shown Are
2245 For lllustration Purposes Only. Actual Penatration
For Secondary Containment Sizes & Locations and Tank Dimensions & Capacity

Will Vary According To Customer’s needs.

Liquid Containment Vault

Fuels - Chemicals
Watertight / Bolt—Down Hazardous Waste

Manway Access Cover

Aluminum Ladder With
Pull-Up Extension

Precast Risers
As Required

Top Section

Base Section

Single Wall Steel Tank
(Cylindrical Tanks Available)

\</Overoll Outside Dimensions

12'=3"W x 35-3"L x 12'-8"H
Overall Inside Dimensions

Approximate Weights 11'=0"W x 34’—=0"L x 11'—4"H
Top — 91300 Lbs Minimum Excavation Is To Be
Base — 92300 Lbs 12” Larger Than Product On
SCALE:1/8" = 1’-0" All Sides
OOIdcastIe Precast | CoNtVIt 1134136CV 11-0" x 34'-0" x 11'-4"
UTILITY VAULT “bision e e 070UEET134cvRvows | Secondary Containment
Southern California ISSUE DATE: September 2001 Standard LayOUt
Fontana, Son Diego, Santa Paula
Phone: 800-626-3860 Fax: 909-428-3737 www.oldcastleprecast.com Copyright © 2008 Oldcastie Precast,Inc.




