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STRATA GREASE INTERCEPTORS

(3) 30" Tapered Access
k- I i Openings for Greater
24" Flow X M- = Visibility

Distribution ™\ \ Bl

Channels
(2) 2" Term-a-duct
Vent Openings

Flexible Inlet &
Outlet Boot Seal
for 4-6" Pipe

Deflector Plate Connections

Baffle Wall

(3) Vacuum Sumps :
US Patent Pending

HIGH PERFORMANCE DESIGN EASE OF INSPECTION & MAINTENANCE

> Patented internal channel design promotes a > Large capacity = Less frequent maintenance.
distributed laminar flow path and eliminates
turbulence and short-circuiting.

> Located outdoors for 24/7 access.
>T d holes f [ isibility.
> Unrestricted flow path (no flow control) to avoid apered access notes for maximum VISIHELy

clogging pipes and costly jetting fees. > Multiple vacuum sump locations for easy
removal of solids.

DURABLE DESIGN - BUILT TO LAST NATIONAL AVAILABILITY
> HS20 traffic rated performance. > 50+ Manufacturing facilities nationwide.
> 6000+ PSI compressive strength. > Standard designs stocked and readily available.
> Optional non-porous, ceramic based coating for > Optional custom designs and engineering
protection against low pH and microbial induced assistance.
corrosion.

For more information please contact Matt Kirby at the National Sales Office (888) 965-3227 or
send an email to matt.kirby@oldcastle.com
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