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Overview & Product Description

The Up-Flo® Filter is a modular high-rate stormwater filtration device designed to capture trash, oil, sediment and remove fine pollutants 

such as dissolved and particulate metals and nutrients from stormwater runoff.  Designed with efficiency, longevity and upkeep in 

mind, this high performance, low maintenance filter option that offers higher loading rates and longer media life for higher quality 

stormwater for longer periods between servicings. 

In general, a minimum of two inspections are required per year to monitor sediment and gross pollutant accumulations.  In order to 

achieve an annual TSS removal rate of 80% for the Up-Flo® Filter, the minimum maintenance frequency specified in the maintenance 

section for replacement of the Media Pack and removal of accumulated sediment from the sump is mandatory. 

System Components

Product Configurations

A.	 Inlet Pipe
B.	 Precast Filtration Chamber
C.	 Filter Module
D.	 4mm Screening
E.	 Media bag
F.	 Bypass Hood/Siphon
G.	 Outlet Module with Drain Down Filter
H.	 Outlet pipe
I.	 Pollutant Storage Sump
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Fig.2 The Up-Flo® Filter is installed in a) 4-ft 

(1.2m) round manholes or b) in rectangular 

precast vaults. Both configurations have a wide 

central opening in the Up-Flo® Filter.

Fig.1 The Up-Flo® Filter  

Fig 2a. 4-ft (1.2m) Round Manhole Fig 2b. Rectangular Precast Vault
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Fig.3 a) The water level in a properly functioning 

Up-Flo® Filter will drain down to the base of the Filter 

Modules. b) When the Drain Down Filter becomes 

clogged, the base of the Filter Modules will be 

submerged in standing water. Note that the Drain Down 

Filter is submerged in standing water.

Fig.4 a) A new Media Bag of Hydro Filter Sand. b) A spent Media Bag of Hydro Filter Sand. 

a b

Inspection & Maintenance
Overview
The Up-Flo® Filter protects the environment by removing a wide range of pollutants from stormwater runoff. Periodic removal of these 
captured pollutants is essential to the proper functioning of the Up-Flo® Filter. 

Maintenance activities can be categorized as those that may be performed from outside the Up-Flo® vessel and those that are 
performed inside the vessel.  Maintenance performed from outside the modules includes removal of floatables and oils that have 
accumulated on the water surface and removal of sediment from the sump. Maintenance performed inside the vessel includes removal 
and replacement of Media Bags, Flow Distribution Media and the Drain Down Filter. A vactor truck is required for removal of oils, water, 
sediment, and to completely pump out the vessel to allow for maintenance inside. If you are not using Oldcastle Service & Maintenance 
or a trained service provider you must follow OSHA Confined Space Entry procedures when entering the Up-Flo® vessel. 

The Up-Flo® Filter design has a wide central opening between the Filter Modules for easy access to all of the components (see Fig.3). 
In the case of inspection and floatables removal, a vactor truck is not required. Otherwise, a vactor truck is normally required for oil 
removal, removal of sediment from the sump, and replacement of the Media Packs and Drain Down Filter.  In most cases, entry into the 
Up-Flo® Filter vessel is required for replacement of the Media Packs and Drain Down Filter. 

The typical required frequency for replacement of the Media Pack is annually, whereas the minimum required frequency for removal of 
accumulated sediment from the sump is dependent on the Up-Flo® Filter configuration. Configurations with a larger sediment storage 
volume per module will require less frequent removal of accumulated sediment. Regardless, whenever sediment depth in the sump is 
found to be greater than 16 inches, sediment removal is required.

To ensure system and pollutant 
removal performance, 

Media Packs must be replaced 
at least once a year. 

a b
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Find Out How Frequently Your System Needs Maintenance 

First Year Inspection and Maintenance
The frequency of inspection and maintenance can be determined in the field after installation. The frequency of ongoing maintenance 
needs is based on site characteristics such as contributing area, types of surfaces (e.g., paved and/or landscaped), site activities (e.g., 
short-term or long-term parking), and other site maintenance (e.g., sanding and sweeping). At a minimum, inspection and maintenance 
should be conducted at intervals of no more than six months during the first year of operation. Maintenance personnel should observe 
and record pollutant accumulations during the first year of service in order to benchmark the maintenance intervals that will later be 
established for the site. Pollutant accumulations should be measured or monitored using the following procedures:
 
•	 Measurement of sediment depth in the sump: A minimum of 8 inches (20 cm) should separate the Drain Down Filter inlet from 	
	 stored sediment in the sump in order to minimize sediment migration into the Drain Down Filter. A simple probe, such as the 	
	 Sludge-Judge®, can be used to determine the depth of the solids in the sump.  In a typical 4-ft (1.2m) diameter manhole 		
	 installation, the sediment depth should be no more than 16 inches (41 cm).

•	 Maintenance personnel should then enter the structure, remove the Media Pack from one of the Filter Modules, and weigh 	
	 the Media Bags. Media Bags with a wet weight of approximately 40 lbs (18 kg) or more are an indication that the filter media has 	
	 become full and that the Media Packs in all of the Filter Modules will require replacement (Fig.4). Minimum filtration rate is 	
	 generally reached when the Media Bags have accumulated approximately 20 lbs (9 kg) of sediment. Determining the amount of 	
	 accumulated sediment will be accomplished by removing both of the Media Bags from one of the Media Packs and weighing the 	
	 bags separately. Since a new Media Bag weighs approximately 30 lbs (14 kg) wet, the difference in weight will approximately 	
	 equal the weight of solids that have accumulated in the bag. A spent Media Bag weighs approximately 50 lbs (23 kg) wet.

•	 Measurement of oil layer on water surface: Since water in the Up-Flo® vessel drains down to an elevation below the bottom of 	
	 the Filter Modules when the system is idle, the amount of accumulated oil must be minimized so that oil is not entrained in the 	
	 Media Pack when stormwater begins to fill the vessel at the start of a storm event. Oil accumulation should be limited to 1.5 	
	 inches (4 cm) or less.  Probes can be used to measure oil thickness.

•	 Monitoring for Drain Down Filter clogging: The water level in the Up-Flo® Filter should be monitored to ensure that the Drain 	
	 Down Filter is operating properly. The Drain Down Filter is designed to lower the water level in the Up-Flo® vessel to an elevation 	
	 below the bottom of the Filter Modules between storm events. Periodically conduct an inspection one to two days after a storm 	
	 event during the first year of operation. Approximately 36 hours after a 1-in (2.5-cm) rainfall, the water level inside the vessel 	
	 should have dropped to a point where it is equal with the base of the Filter Modules. If the water level has not reached that point, 	
	 then the Drain Down Filter has either become clogged or blinded by trash or debris (Fig. 3 a and b). If there is no evidence of trash 	
	 or debris around the Drain Down Filter inlet, then it has likely become clogged with particles.

•	 Monitoring for slime and debris covering the Flow Distribution Media or Angled Screens:  After removal of the Media Bags, the 	
	 bottom Flow Distribution Media should be removed and inspected to determine if it is coated with slime or debris. Similarly, the 	
	 Angled Screen should be inspected for blockages and ragging.

•	 Monitoring for floatables on the water surface:  Similar to oil, the amount of accumulated floatables must be minimized to 	
	 prevent trashand loose debris from becoming trapped on the Angled Screens when stormwater begins to fill the Up-Flo® 		
	 vessel at the start of a storm event.  Visual inspection is adequate to determine the amount of floatables.  Floatables should be 	
	 removed before they form a mat on the surface of the water.
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•	 The solids loading rate in the sump will be calculated by measuring the sediment depth in the sump and dividing the depth by 	
	 the correlating interval of time since the sump was last cleaned.  Similarly, starting with fresh Media Bags, the solids loading 	
	 rate in the Media Packs will be calculated by weighing the Media Bags and dividing the weights by the correlating interval 	
	 of time since they were installed. The wet weight of the heaviest bag will be used to determine the loading rate. As previously 	
	 mentioned, a spent Media Bag weighs approximately 50 lbs (23 kg) wet. The spent Media Bag weight estimate was based on 	
	 calculations of sediment loading in an Up-Flo® Filter that was run to exhaustion during laboratory testing. 

•	 The rate of oil accumulation will be calculated by measuring the thickness of the oil layer and dividing the thickness by the 	
	 correlating interval of time since the sump was last cleaned. Ordinarily, oil thickness will not be measurable unless a spill has 	
	 occurred. Consequently, any oil will typically be removed along with water when cleaning the sump. 

•	 Monitoring the Drain Down Filter for clogging, monitoring the Flow Distribution Media and Angled Screens for slime and debris, 	
	 and monitoring the accumulation of floatables will provide an estimate of how long the Up-Flo® Filter can operate before its 	
	 performance can become impaired by one of these factors.  

Don’t want to go it alone? 
Call Oldcastle Infrastructure and we’ll take care of inspection, replacement media and cleanout. 

Call  (888) 950-8826  for a quote.
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Inspection & Maintenance 
Routine Inspection
Inspection is a simple process that requires monitoring 
pollutant accumulations. Maintenance crews should be 
familiar with the Up-Flo® Filter and its components prior to 
inspection. 

The following instructions are intended for non-Oldcastle 
Infrastructure maintenance service providers and/or those 
intending to maintain their own Up-Flo® Filter:

Scheduling

•	 Inspection may be conducted during any season of the 	
	 year but should occur shortly after a predicted rainfall to 	
	 ensure components are operating properly.

Necessary Equipment

•	 Safety Equipment and Personal Protective Equipment  	
	 (traffic cones, work gloves, etc.).
•	 Scale to measure the weight of the Media Bags.
•	 Crow bar to remove grate or lid.
•	 Pole with skimmer or net.
•	 Sediment probe.
•	 Oldcastle Infrastructure Up-Flo® Filter Maintenance Log.
•	 Trash bags for removed floatables.		

Routine Inspection Procedures
1.	 Set up any necessary safety equipment (such as traffic 

cones) to provide access to the Up-Flo® Filter.  Safety 
equipment should notify passing pedestrian and road 
traffic that work is being done.

2.	 Remove the grate or lid to the manhole or vault.
3.	 Without entering the vessel, look down into the chamber 

to inspect the inside and to determine whether the high-
water level indicator has been activated.  Make note of any 
irregularities. See Fig.5 for a typical Inspection View.

4.	 Without entering the vessel, use the pole with the skimmer 
net to remove floatables and loose debris from the 
chamber.

5.	 Using a sediment probe, measure the depth of sediment 
that has collected in the sump of the vessel. Maximum 
sediment depth is 16 inches (41 cm).

6.	 If the high-water level indicator has been activated after 
two consecutive storms, remove the Filter Module lid by 
turning the cam latch and remove the Filter Media Pack 
(refer to page 11 Replacement procedures). Weigh the 
Media Bags from one or two modules.  Media Bags should 
be replaced if the wet weight exceeds 40 lbs (18 kg).

7.	 On the Maintenance Log provided by Oldcastle 
Infrastructure, record the date, unit location, estimated 
volume of floatables and gross debris removed, and the 
depth of sediment measured. Also note any apparent 
irregularities such as damaged components or a high 
standing water level (see Fig.5 for the standard standing 
water level).

8.	 Securely replace the grate or lid.
9.	 Remove safety equipment.
10.	 Contact Oldcastle Infrastructure Service & Maintenance 		

at (888) 950-8826 to discuss any irregularities noted 	
during inspection.		

•	 Bypass siphon sits evenly on Outlet Module.

•	 Standing water level is no higher than the base of the Filter Module. 				  
	 The Drain Down Filter will be visible if the water level is correct. 

•	 Filter Module Lids are closed.

Fig.5 Inspection view of the Up-Flo® Filter.



Page 7

OIL-ServiceAndMaintenance@oldcastle.com 
OldcastleInfrastructure.com/Service-Maintenance  |  (888) 950-8826

Rev. 10/20266-A-058 |

Inspection and Maintenance Guide

Up-Flo® Filter, CPZ
Filtration System for Stormwater Treatment

Routine Maintenance 
Maintenance activities are grouped into two categories
•	 Activities Not Requiring Man Entry Into the Up-Flo® Filter: 		
	 These activities include floatables removal, oil removal 		
	 and removal of sediment from the sump.

•	 Activities Requiring Man Entry Into the Up-Flo® Filter 		
	 Media Pack replacement and Drain Down Filter 			 
	 replacement.

Maintenance intervals are determined from monitoring the Up-
Flo® Filter during its first year of operation. Depending on the 
site, some maintenance activities may have to be performed 
on a more frequent basis than others. In the case of floatables 
removal, a vactor truck is not required. Floatables and loose 
debris can be netted with a skimmer and pole.  

A vactor truck is normally required for oil removal, removal 
of sediment from the sump, and to dewater the vessel for 
replacement of the Media Packs and Drain Down Filter (Fig.6).  	
All inspection and maintenance activities would be recorded in 	
an Inspection and Maintenance Log.

Completion of all the maintenance activities for a typical 4-ft 
(1.2m) diameter manhole installation takes less than one hour.  
Approximately 360 gallons of water and up to 0.6 yd3 (0.5 m3) 
of sediment may be removed in the process.  In an installation 
equipped with six Filter Modules, 12 Media Bags (2 bags per 
module) would be removed and replaced.  Assuming a spent 
Media Bag weight of 50 lbs (23 kg), up to 600 lbs (272 kg) of 
spent Media Bags would be removed. All consumables, including 
Media Bags, Flow Distribution Media, and replacement Drain 
Down Filters are supplied by Oldcastle Infrastructure. 		

The access port located at the top of the manhole provides un-
obstructed access for a vactor hose and/or skimmer pole to be 
lowered to the base of the sump.

Maintenance Activities Not Requiring Man Entry
These activities include floatables removal, oil removal and 
removal of sediment from the sump.

Scheduling
•	 Floatables and sump cleanout may typically be done during 	
	 any season of the year - before and after rainy season.

•	 Floatables and sump cleanout should occur as soon as 		
	 possible following a contaminated spill in the contributing 		
	 drainage area.

Recommended Equipment 
•	 Safety Equipment (traffic cones, etc).

•	 Crow bar to remove grate or lid.

•	 Pole with skimmer or net (if only floatables are being 		
	 removed).

•	 Sediment probe (such as a Sludge-Judge®).

•	 Vactor truck (flexible hose preferred).

•	 Pressure nozzle attachment or other screen-cleaning device.

Fig.6 Sediment is removed 
from the sump with a 
vactor hose. Man entry is 
not required for this step. 
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No Man Entry Required:  				  
Floatables, Oil and Sediment

1.	 Set up any necessary safety equipment (such as 
traffic cones) around the access of the Up-Flo® Filter. 
Safety equipment should notify passing pedestrian 
and road traffic that work is being done.

2.	 Remove the grate or lid to the manhole or vault.
3.	 Without entering the vessel, look down into the 

chamber to inspect the inside. Make note of any 
irregularities.

4.	 If the standing water level in the sump is above the 
base of the Filter Modules (see Fig.5), tug the Pull 
Chain(s) to release the Drain Down Filter plug(s).  
Allow the excess water to drain out of the chamber.

5.	 Use the skimmer pole to fit the Drain Down Filter plug 
back into the open port.

6.	 Once all floatables and oil have been removed, drop 
the vactor hose to the base of the sump. Vactor out 
the sediment and gross debris from the sump floor.  
Up to 0.3 yd3 (0.2 m3) of sediment and 360 gallons 
(1,363 L) of water will be removed from a typical 
manhole Up-Flo® Filter during this process.

7.	 Retract the vactor hose from the vessel.
8.	 Inspect the Angled Screens for blockages and 

ragging. If present, remove the obstruction or ragging 
materials from the surface using a hose or other 
screen-cleaning device.

9.	 On the Maintenance Log provided by Oldcastle 
Infrastructure, record the date, unit location, 
estimated volume of floatables, oils, and gross debris 
removed, and the depth of sediment measured.  
Note any apparent irregularities such as damaged 
components or blockages.

10.	 Securely replace the grate or lid. Remove safety 
equipment.

11.	 Dispose of sediment and gross debris following local 
regulations.

12.	 Dispose of oil and sump water at a licensed water 
treatment facility or following local regulations.

13.	 Contact Oldcastle at (888) 950-8826 to discuss any 
irregularities noted during cleanout.

These activities include replacement of the Media Packs and 
Drain Down Filter. 

Unless the Up-Flo® Filter has been installed as a very shallow unit, 
it is necessary to have an OSHA-confined space entry trained 
person enter the vessel to replace Media Packs.

The access port located at the top of the manhole or vault 
provides access to the Up-Flo® vessel for maintenance personnel 
to enter the vessel and remove and replace Media Packs. The 
same access would be used for maintenance personnel working 
from the surface to net or skim debris and floatables or to vactor 
out sediment, oil, and water. Unless the Up-Flo® Filter has been 
installed in a very shallow configuration, it is necessary to have 
personnel with OSHA Confined Space Entry training performing 
the maintenance that occurs inside the vessel.

Scheduling

•	 Call Oldcastle to order replacement Media Packs and Drain 
Down Filter prior to scheduling maintenance.

•	 Because Media Pack replacement requires entry into the 
Up-Flo® chamber, maintenance events should be scheduled 
during dry weather.

•	 Media Pack replacement should occur immediately after a 
contaminated spill in the contributing drainage area.

Fig.7 Cutaway view 
of the Filter Module

Conveyance Slot
(to Outlet Module)

Lid with Integral 
Media Restraint

Flow Distributing
Media

Media Bed

Engineered 
Filter Media

Upward Flow Path
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Man Entry Required: Media Pack and 		
Drain Down Filter 
1.	 Follow Floatables and Sump Cleanout Procedures, 	

1 – 13.

2.	 Following OSHA Confined Space Entry procedures, 
enter the Up-Flo® Filter Chamber.

3.	 Open the Filter Module by turning the three cam latches 
on the front and sides of the module.  Remove the lid 1 
to gain access to the Media Pack (Fig.8).

4.	 Remove and discard the spent Media Pack. The Media 
Pack contents include:

•	 A top layer of A Flow Distributing Sheets

•	 Two (2) Media Bags B equipped with nylon handles.

•	 A bottom layer of A Flow Distributing Media.

5.	 Insert a new Media Pack, supplied by Oldcastle 
Infrastructure.

•	 First, insert a bottom layer of green Flow Distributing 
Media. Be sure that the media sits snugly and level at 
the bottom of the Filter Module.

•	 Next, insert the first of two (2) replacement Media 
Bags. Smooth the bag out with your hands to make 
sure that the bag extends snugly to the walls and 
corners of the Filter Module.

•	 Insert the second Media Bag, following the same 
procedure.

•	 Insert the top layer of green Flow Distributing Media.

•	 Be sure that the piece fits snugly against the walls 	
and corners of the Filter Module.  

•	 Put the lid on and secure the three latches. Check to 
make sure that the latches are closed properly.

6.	 Use a screwdriver to unscrew the Drain Down Filter 
from the face of the Outlet Module (see Fig.9). 		
DO NOT DISCARD THIS PIECE.

7.	 Install new Drain Down Filter supplied by Oldcastle 
Infrastructure.

8.	 Exit the Up-Flo® Filter chamber and securely replace 
the grate or lid.

1.	 Filter Module Cover and 
Media Restraint

2.	 Replaceable Media 
Pack: 

A.	Flow distribution 
sheets

B.	 Filter Media Bags 

3.	 Cam Latch

4.	 Conveyance Channel

5.	 Filter Module

6.	 Support Bracket / 
Angled Screen

Fig.8 The Filter Module houses 
the Media Restraint and the 
Media Pack.

Recommended Equipment
•	 Safety Equipment (traffic cones, etc.).

•	 Crow bar to remove grate or lid.

•	 Pole with skimmer or net (if floatables removal is not 
to be done with vactor hose).

•	 Sediment probe.

•	 Vactor truck (flexible hose preferred).

•	 OSHA Confined Space Entry Equipment.

•	 Up-Flo® Filter Replacement Media Packs (available 
from Oldcastle Infrastructure).

•	 Oldcastle Infrastructure Up-Flo® Filter Maintenance 
Log.

•	 Screwdriver (flat head).

•	 Replacement Drain Down Filter components supplied 
by Oldcastle Infrastructure.
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9.	 On the Maintenance Log provided by Oldcastle 
Infrastructure, record the date, unit location, 
estimated volume of floatables, oil and gross debris 
removed, and the depth of sediment measured.  
Note the number of Media Packs replaced. Note 
any irregularities such as damaged components or 
blockages.

10.	 Remove safety equipment.

11.	 Dispose of spent media packs at your local landfill, 
following local regulations.

12.	 Return the spent Drain Down Filter to 		
Oldcastle Infrastructure.

13.	 Contact Oldcastle Infrastructure to discuss any 
irregularities noted during annual maintenance.

Fig.9 The Drain Down Filter.

1.	 Drain Down Filter
2.	 Drain Down Plug
3.	 Pull Chain for Drain Down		

	

Solids Disposal
Sediment, floatables, gross debris, and spent Media Bags can generally be disposed of at the local landfill in accordance with local 
regulations. The toxicity of the residues captured will depend on the activities in the contributing drainage area, and testing of the 
residues may be required if they are considered potentially hazardous.

Sump water can generally be disposed of at a licensed water treatment facility but the local sewer authority should be contacted for 
permission prior to discharging the liquid. Significant accumulations of oil removed separately from sump water should be transported 
to a licensed hazardous waste treatment facility for treatment or disposal. In all cases, local regulators should be contacted about 
disposal requirements.

Activity Frequency

Inspection •	 Regularly during first year of installation
•	 Every 6 months after the first year of installation

Floatables/Oils Removal •	 Twice per year or as needed
•	 Following a contaminated spill in the drainage area

Sediment Removal
•	 Every six to 12 months, depending on the Up-Flo® Filter Configuration
•	 The maximum allowable sediment depth in any Up-Flo Filter configuration is 16 inches (41 cm)
•	 Following a contaminated spill in the drainage area

Media Pack Replacement

•	 Once per year
•	 Replacement is required anytime inspection reveals that the high-water level indicator has been activated after 

two consecutive storms and the subsequent weighing of the Media Bags shows a wet weight greater than 40 lbs
•	 Following a contaminated spill in the drainage area

Drain Down Filter Replacement

•	 Once per year with Media Pack replacement
•	 Replacement is required anytime inspection reveals that the water level inside the vessel has not reached a level 

equal with the base of the Filter Modules approximately 36 hours after a 1inch (2.5 cm) rainfall
•	 As needed, in the event of continuous base flow conditions

Maintenance at a Glance
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Up-Flo® Filter Installation Log

Site reference name or number for this Up-Flo® Filter location:

Site Name:

Site Location:

Owner: Site Contractor:

Contact Name: Contact Name:

Company Name: Company Name:

Address: Address:

Telephone: Telephone:

Fax: Fax:

Configuration (Check One)

Total number of Up-Flo® Filter modules:   

Installation Date:   

Manhole Vault System
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Up-Flo® Filter Inspection Log

Site Name    

Location:

Owner Name:

Address:  Phone Number:

Site Status:

Date: Time:

Site Conditions*: (Stable, Under Construction, Needing Maintenance, etc.)

Owner change since last inspection?

Yes

No
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Up-Flo® Filter Inspection Log

Inspection Items Inspection 
Frequency

Inspected?
Yes / No

Maintenance 
Needed?
Yes / No

Comments / Descriptions

Debris Removal

Adjacent area free of debris?

Inlets and Outlets free of debris?

Facility (internally) free of debris?

Vegetation

Surrounding area fully stabilized? (no evidence 
of eroding material into Up-Flo® Filter)

Grass mowed?

Water retention where required

Water holding chamber(s) at normal pool?

Evidence of erosion?

Sediment Deposition

Filtration Chamber free of sediments?

Sedimentation sump not more 
than 50% full?

Structural Components

Any evidence of structural deterioration?

Grates in good condition?

Spalling or cracking of structural parts?

Outlet/Overflow Spillway

Other

Noticeable odors?

Any evidence of filter(s) clogging?

Evidence of flow bypassing facility?

Inspection Frequency Key: A=annual; M=monthly; S=after major storms
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Inspector Comments

Overall condition of Up-Flo® Filter** Acceptable  Unacceptable

**”Acceptable” would mean properly functioning; “unacceptable” would mean damaged or required further maintenance.

If any of the above Inspection Items are checked “Yes” for “Maintenance Needed,” list Maintenance actions and their completion dates 
below or on the Maintenance Log provided on page 15 of the Up-Flo® Filter Operation & Maintenance Manual: 

Maintenance Action Needed Due Date

The next routine inspection is scheduled for approximately: (date) 

Inspected by: (signature) 

Inspected by: (printed) 
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Up-Flo® Filter Maintenance Log

Site Name    

Location:

Owner Name:

Address:  Phone Number:

Site Status:

Date: Time:

Site Conditions*: (Stable, Under Construction, Needing Maintenance, etc.)

Owner change since last inspection?

Yes

No

Inspector Comments

Acceptable  Unacceptable

**”Acceptable” would mean properly functioning; “unacceptable” would mean damaged or required further maintenance.

Overall condition of Up-Flo® Filter**

Maintained by: (signature) 

Maintained by: (printed) 
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Notes:
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